Tulik’s Floor Covering

chadtulik@gmail.com

Labor Scope – Basic Installation

· measure

· light floor preparation

· installer provides up to one 25lb bag of leveler

· undercut door jambs

· remove existing quarter round

· straight lay of glazed, unglazed, or porcelain tile

· installer provides setting materials

· grouting of tile

· customer provides grout

· install transitions

· customer provides transition strips/reducers

· re-tack carpet

· jobsite clean-up and walk through with customer

Retail price list for basic installation per square foot:


over concrete subfloor
$ 3.99


over backerboard (installer provides)
$ 6.50

Merchandise needed for Basic Installation:

_____  stock or special order tile

_____  grout

_____  quarterround, t-molding, reducers, thresholds

_____  sealant for grout (if customer chooses to seal)

_____  cleaner

Labor Scope – Optional Work Tasks 


prices per square foot unless otherwise noted

1. basic furniture moving
$ 0.14

2. remove carpet and pad (except gluedown)
$ 0.15

3. haul away carpet and pad
$ 0.20

4. remove and haul away ceramic tile or stone 
$ 2.75
(over backerboard or concrete)


5. remove and haul away  to dumpster glued down wood
$ 2.75

6. remove and haul away to dumpster floating floor (wood or laminate)
$ 1.00

7. granite or marble installation, including mud installation when needed
$ 8.00

8. other natural stone installation, including 2 coats of sealer
$ 9.00
(customer provides sealer)

9. pre sealed saltillo tile
$ 6.00

10. saltillo tile installation, including 2 coats of sealer
$ 7.50
(customer provides sealer)

11. diagonal installation
$ 1.50

12. other pattern installation
$ 1.50

13. install dots (price per each)
$ 2.50

14. install borders (price per linear foot)
$ 2.00

15. seal grout, 1 coat using penetrating sealer
$ 1.25
(customer provides sealer)

16. install new tile base (price per linear foot)
$ 2.50
(customer provides new base)

17. high-rise charge for elevator access (price per each)
$ 100.00

18. cork underlayment
$ 1.50
(customer provides cork)

19. anti-fracture membrane for cracks in subfloor
$ 1.50

20. subfloor preparation requiring more than one bag of leveler.  This labor is charged per bag and can only be assessed after the installation has begun.  You may incur additional expenses.  (price per each)
$ 60.00
(installer provides leveler)

21. travel between 31 and 50 miles from west hollywood
$ 50.00
(one time charge)

22. travel over 50 miles from store (price per additional mile)
$ 1.50

23. remove and replace appliances (price per each)
$ 32.00

24. remove and replace toilet (price per each)
$ 40.00
(includes new wax ring)

25. removal of gluedown carpet (price per square yard)
$ 3.00
(includes basic floor prep)

26. minimum labor (does not include options)
$ 200.00

27. customer is responsible for all providing parking at a reasonable distance.
Labor Scope – Custom Work Tasks

· floor grinding
· installation on stairs (excludes open steps)

· move excessive furniture

· remove tile on mud bed

Labor Not Included

· re-install existing quarterround
· trimming exterior doors

Additional Notes on Installation
· we will schedule a measurement appointment to verify the work and material required.  after the measure, we will update your quote.  note: this amount can change due to unforeseen conditions with your installation

· we will order your material after you pay the balance of an estimated lead-time that may change based on the availability of the product

· once the merchandise is received, the installer will contact you within two work days and set a day for the installation
Before Your Installation
· empty all cabinets, entertainment centers, bookcases, closets, etc.
· move all breakables, such as lamps, vases, mirrors, wall hangings, antiques, or other valuables.
· disconnect and remove all electronic equipment, such as televisions, stereos, and computers.
· the building must be completely closed in, with outside windows, doors, and thresholds in place.
· all wet trades (eg. drywall, plaster) should be finished before installations.
· air conditioning, heating, and ventilation systems must be operable.
· electricity and water must be provided in the work area.
· paint or stain any new, unfinished quarterround or base molding at least 24 hours prior to installation.  molding should be completely dry and ready at start of installation.
During Your Installation
· temperature must be within 60-80 degrees f.
· the adhesives used for installation can produce stong odors.
· cutting material, removing existing flooring, and subfloor preparation can create dust that can infiltrate other parts of your house.  we will attempt to keep dust to a minimum.
After Your Installation
· you will not be able to walk on the floor for 24 hours after installation while the adhesive cures.  if you do, it will make the floor uneven.
· you may have to do touch-up painting after your installation.
· change your air filters.
· refer to the manufacturer’s recommendations for maintenance.
Other Installation Expectations:
· if the new floor is substantially thicker than the old floor, doors may not swing clear.  if so, you will have to replace your doors or hire a carpenter to trim them down.
· with some tile and stone, grout lines may be irregular due to the shape of the product.
· natural stone always has variations in color and veining.  these variations cannot be controlled
Services Not Available With This Installation Program
We will not:
· remove or haul away animal soiled or flea infested carpet
· move some items, such as pianos, grandfather clocks, aquariums, or antiques.
· disconnect or connect gas appliances or water lines.
· relocate appliances.
· paint, stain, or finish trim or moldings.
· cut exterior doors.
· replace exterior thresholds.
· install any flooring over particle board.
· install over plywood or osb without using backerboard.
· work on sundays or holidays.

